VOLTAGE CONTROLLED OSCILLATOR
SURFACE MOUNT MODEL: DCS0O1200-12

OPTIMIZED FREQUENCY

FEATURES:

. . Phase Noise
» Exceptional Phase Noise Performance
» Small Size, Surface Mount -85
» Lead Free REL-PRO® Technology o5
Planar Resonator Construction
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SPECIFICATIONS (REV. C 10/29/19)
Frequency 1200 MHz Package # 249LF
Tuning Voltage 0.5-12VDC o
2 0.165
Bias Voltage +12 VDC @ 45 mA (Max.) _ P 0.750 MAX
12 11 10 9 8 ’
Output Power +3 dBm (Min.)
0.475—H 13 SMC 78
Tuning Sensitivity 1-2 MHz/V (Typ.) PART #
0.275—f ™ (DATE-CODE)  * A
Output Impedance 50 Ohms (Nom.)
®1 2 3 4 5
. . 0.000 B e v v
Harmonic Suppression -35dB (Typ.) ;‘L J) [ ]|
© RRRER
Frequency Pulling 0.68 MHz (Typ. @ 1.75:1 VSWR) g g g 2 ; g RECOMMENDED PCB LAYOUT
N
= .080 .060
Frequency Pushing 0.03 MHz/V (Typ.) f 4 AT 16 PLCS. | AT 16 PLCS.
5 722 T2 7 72 7
N °~79%Q
Tuning Port Capacitance 55 pF (Typ.) ;’ 0.640— o
o
%
Phase Noise @ 10 kHz 122 dBe/Hz (Typ.) 0.495- z
. < 0.295-%
Operating Temperature Range -40 to +85 °C o
I 2 0.150
: |
o SN SRR S88528583 %
Absolute Maximum Ratings g R NN S mg N
O ooo o
Storage Temp. Range -55to +125 °C PACKAGE MOUNTING: SEE APPLICATION NOTE AN7200 & AN7300
Bias Voltage +12.5V
Tuning Volt 5V PORT CONFIGURATION
uning Voltage Tuning RF DC No Al
DC Voltage Applied to RF Out +25V Voltage Output Supply Input | Connection Others
2 9 11 4 Ground
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VOLTAGE CONTROLLED OSCILLATOR

. SURFACE MOUNT MODEL: DCS0O1200-12
OPTIMIZED FREQUENCY
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VOLTAGE CONTROLLED OSCILLATOR
SURFACE MOUNT MODEL: DCS0O1200-12

OPTIMIZED FREQUENCY
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